
CR-X3PB-COMP
3-Button Single Spout Water Tower

Sparkling, Chilled Still  & Ambient
Single Spout Water Tower
An elegant handmade turned brass bar, in 
a chrome finish, single dispense spout with 
3 push-to-dispense buttons and engraved 
water type symbols. Stainless steel and plastic 
internal components.

Drafts still chilled water, sparkling chilled 
water, and ambient temp water. Pushing 
two buttons together blends water types for 
alternative temps or a modified carbonation 
profile. Nozzle pivots so you can adjust its 
angle for your ideal dispensing position.

Specifications
• Includes in-line flow control device for adjusting and setting 

sparkling water flow rate
• 3 Push-to-dispense buttons: Sparkling, Chilled Still & Ambient
• Height: 12.6”
• Swiveling Nozzle arm
• Bottle Clearance: 9” to 10”
• Supplied with quick connect fittings
• Ideal for over sink mount and self-service applications
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CR-X3PBWF Tower Faucet
Handmade turned brass bar, in a chrome 
finish with 3 push to dispense buttons and 
engraved water type symbols. Drafts still 
chilled water, sparkling chilled water, and 
ambient temp water. Pushing two buttons 
together blends water types for alternative 
temps or a modified carbonation profile. 
Nozzle pivots so you can adjust its angle for 
your ideal dispensing position.  
The characteristics that make up the  
Serenity Tower Faucet offer function and 
style, appropriate for the most sophisticated 
of tastes. 

CP-JR-UC-BH Power Pack
Proudly made in the USA, this in-cabinet 
mounted chiller has a high capacity refrigeration 
system with an internal cold carbonator, 
capable of dispensing forty 8 oz drinks at 45 
degrees or less an hour. An internal flow control 
device lets you regulate and set the flow of   the 
sparkling water dispensing from the Serenity 
Tower Faucet. Quick connect fittings and a 
compact size of 11”x12”x18” makes installations 
easy. 120 volt. 40-100 degree operating range. 
Provide ventilation into the cabinet to exhaust 
heat from refrigeration system running.  

The Serenity Series System: 
-X3 is made up of:
CR-X3PBWF Tower Faucet 
CP-JR-UC-BH Chiller Carbonator Power Pack 
CR-12FC Submicron Water Filter System CR-
KIT-JRUC Install Fitting Kit  
CR-LBS10JG Leak Block Sensor
CR-3741 CO2 Regulator 

 2018 MSRP: $4,584 

Cold- Consistent- Refreshing 
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FILE: 41_020 PROPRIETARY DESIGN FOR ALL
PURPOSES OF LAWARCHIVE: //

DEP.: MON-B         TOLLERANCES UNI EN ISO 22768-F
UNLESS WHERE DIFFERENTLY INDICATED

       IMPORTANT QUOTES
SCALE: 14:25 n°   INDEX OF CHANGE
MATERIAL: VARIOUS
RULES: 

DIS.N°: 41/20 GROUP
- XENIA TOWER

- XENIA WATER TOWER PUSH BUTTONS - SINGLE SPOUT
- CHILLED SPARKLING - CHILLED STILL - AMBIENT STILL WATER
Rev. DATE DESCRIPTION DIS. DEL. RAW PIECE Lb : 
14 29-10-2021 ADDED SERVICE PARTS SHEET BR TD FINISHED PIECE Lb : 4,14

FIRST ISSUE: 23-06-2004 MOLD DESIGN: 
NOTE:   FORMAT: A3 PAPER: 10

STRIPED PIPE: SODA
BLUE PIPE: COLD WATER
BLACK PIPE: WATER

Threaded Stem: 1.025" Diameter. 
                  Cut a 1.125" Dia Hole. 

Base Diameter: 2"

Accessories

 □ DP-CT
 Stainless Countertop Mount  
 drain pan

 Configured with a drain tube for  
 direct plumbing

 Or with rubber feet when no  
 drain is available:
 □ DP-CT-LD 
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Includes in-line compensator for flow 
control tuning of sparkling water.

*Countertop hole cut-out 
requirements for tower:

1.125” - 1.25”

*


